CONTRACT FOR LAND SURVEY CONSULTANT SERVICES
AIRPORT NAME (airport name)
PROJECT NUMBER (project#)
Between the

OWNER:  (owner), Wisconsin

Represented by:  SECRETARY OF TRANSPORTATION, Agent for the Owner

and

CONSULTANT:
(consultant)
(consultant address)
This Contract made and entered into by and between the (airport owner), Wisconsin represented by its duly authorized agent, SECRETARY OF TRANSPORTATION, Bureau of Aeronautics (BOA), in accordance with Chapter 114.32, Wisconsin Statutes, hereinafter called the Owner and (consultant), hereinafter referred to as the Consultant.

The Owner proposes to:   (description)  
ALL SERVICES

The Consultant represents it is in compliance with the laws and regulations relating to the profession of engineering and is willing and able to do the Consultant services required in the proposed work in accordance with this contract.

It is expressly understood and agreed that the lump sum amount totals $ (total amount), the actual costs shall not exceed (amount) and in no event will the total compensation and reimbursement paid hereunder exceed the maximum combined sum of $(amount) for all of the services required under this contract except by amendment to this contract.

The Consultant representative is (consultant) whose telephone is (phone number).

The Owner representative is (BOA Project manager) whose telephone number is (Phone number).

The Disadvantaged Business Enterprise goal on this Contract is (percentage)%.

Attached and made part of this Survey Contract are the General Provisions and SPECIAL PROVISIONS.  This Contract incorporates and the parties agree to all of the CONSULTANT SERVICES GENERAL PROVISIONS DATED October 14, 2003.  

This Contract has been agreed to and signed on the dates shown.  Effective date of the Contract is the latter of the two dates.

AS AGENT FOR OWNER



CONSULTANT

By: 
_____________________________

By:
_____________________________

David M. Greene, Director


Signature

Bureau of Aeronautics








Title:
_____________________________








SS#/FEIN:
_______________________

Date:
_____________________________

Date:
_____________________________

Airport:  ______________________________________________________________________

SPECIAL PROVISIONS FOR LAND SURVEY CONTRACT
Part I.
Payment/Scope of Services

Section A.

Payment

1.  Lump Sum

2.  Actual Costs

Section B.

Scope of Services

1.  Phase I 

2.  Phase II 

a. Land Surveys

b. Obstruction Surveys

3.  Guide and Checklist

a. Documents

b. Content of Land Surveys

c. Avigation Easement Surveys

d. Format of Land Surveys

e. Certification Requirements

f. Access to Properties and Right of Entry

Part II.

Other Provisions

Section A.

Computer Aided Design and Drafting

Part III.
Special Attachments (As Required)

Part I. Payment/Scope of Services

Attached to and made a part of the Consultant Survey Services Contract:


Airport Name:  (airport name)

Project Number:  (project number)
Section A.  Payments
1.  Lump Sum - The owner agrees to pay the Consultant as compensation for professional services furnished under this Section and in accordance with the General Provisions, a lump sum for each unit of work performed in Phases I and II in the time specified as follows:

	Phase
	Item No.
	Description
	Completion Time in Calendar Days or Date are Specified Herein Below
	Fee

	I
	1.
	Research prior to Land Surveys
	(days/date)
	$     

	
	2.
	Obstruction Surveys
	(days/date)
	$     

	
	
	
	(days/date)
	$     

	
	
	
	(days/date)
	$     

	
	
	
	(days/date)
	$     

	
	TOTAL PHASE I
	
	$     

	Phase
	Item No.
	Description
	Completion Time in Calendar Days or Date are Specified Herein Below
	Fee

	II
	1.
	Certified Survey Map
	(days/date)
	$     

	
	2.
	Plats of Surveys
	(days/date)
	$     

	
	3.
	Property Plan Sheet
	(days/date)
	$     

	
	4.
	Exhibit “A” Map
	(days/date)
	$     

	
	
	
	(days/date)
	$     

	
	
	
	(days/date)
	$     

	
	
	
	(days/date)
	$     

	
	TOTAL PHASE II
	$     

	TOTAL PHASE I AND PHASE II - LUMP SUM AMOUNT
	$     


2.  Actual Costs

The owner agrees to pay the Consultant for the following services a reimbursement rate based on actual costs, including overhead and profit. For services of the Consultant’s staff engaged directly on the following portion of the project, the Compensation will be an amount equal to the Consultant’s direct labor cost times a factor of      *, plus reimbursable expenses not included in the Consultant’s overhead rate.

*
factor = (1 + overhead rate) x profit

a. Meeting costs will be paid for only on an occurrence basis if ordered by the Owner and if the meetings are actually held.  If the Consultant requires more than one (1) person at a meeting, approval, prior to the meeting for more than one (1) must be obtained from the project manager, Bureau of Aeronautics, or charges for more than one (1) may be disallowed.  

	Meetings

	Total Actual Cost Amount
	$     





Maximum Combined Amount (Lump Sum and Actual Costs) - $_____________
Section B.  Scope of Services.  

The Consultant agrees to perform the following services:

1.
Phase I - Preliminary Work: Research prior to Land Surveys for fee simple acquisition and/or easement acquisition.

The Bureau of Aeronautics will make available for the land surveyor inspection and use, any records on previous land surveys and title information it has available.  The land surveyor will be given instructions by the Bureau of Aeronautics on the location and approximate size of parcels to be acquired in fee simple or easement. This will be done wherever the extent of acquisition can be defined.  If the extent of acquisition is dependent on determining obstructions and the extent thereof prior to setting definitive lines for acquisition, then the obstruction surveys will be performed first.  (Obstruction Surveys provided for separately in the Contract.)  The land surveyor is expected to research records of deeds of the property to be surveyed including adjacent properties and to determine by field reconnaissance what difficulties will be encountered in performing the land survey work and what monuments are expected to be used.  A check with the County Surveyor and other local surveyors for usable information would be considered advisable at this stage.

Following the completion of the research and reconnaissance work above, the consultant shall prepare and submit a mapped record of properties and usable points for discussion with the Bureau of Aeronautics to confer on the best procedure to follow in completing the land surveys and descriptions.  The fee for "Land Surveys" (Phase I) is intended to represent payment only for the research and reconnaissance and mapped record described above.

A fee proposal for completion of the land surveying, property descriptions, individual survey maps of parcels surveyed, recording of certified survey maps and other related work will be submitted by the consultant for consideration by the Bureau of Aeronautics.  Such submission will be in the form of a letter and proposed amendment to this contract.  The land surveys will be prepared in accordance with the Land Surveys (Guide and Checklists) of this contract.

The Owner’s representative (consultant) can enter on private lands based on State Statute 84.01(10). The consultant should not ask for permission, but shall notify the landowner that entry will occur, when it will occur, and why it will occur. It is suggested that efforts should be made to accommodate the landowner if they wish to be present while the survey is performed.

Although the Statutes allow the right of entry on private lands, the exercise of this right may require a Special Inspection Warrant when a landowner steadfastly refuses entry.  If entry is denied, politely explain to the landowner the Owner’s Statutory authority to enter private lands by citing section 84.01(10) of the Wisconsin Statutes.  If the landowner still denies entry, withdraw from the scene and inform the Owner.


For more detailed information on “entry on private lands”, review the State of Wisconsin Department of Transportation Facilities Development Manual Procedure 9-10-5.  There are other requirements for Entry Onto Indian Lands, Public Lands (parks, wilderness areas, etc.), Utility Right-of-Way, and Railroad Right-of-Way.

2.
Phase II - All land surveys performed by the consultant shall be in accordance with the criteria contained in the Wisconsin Administrative Code.

a. Land Surveys

(1) Prepare “Certified Survey Maps: in accordance with instructions from Owner which meet requirements for recording per Chapter 236 Wisconsin Statutes and local governmental regulations if any and with Wisconsin Administrative Code AE-5.

(2) Prepare “Plats of Surveys” in accordance with instructions from the Owner which meet requirements as outlined in “1” above.

(Items 1. Or 2. Shall show any existing discrepancies of boundary lines of record or encroachments on, or by, individual parcels.)

(3) Prepare or update an overall Property Plan Map of the airport property showing parcels as directed by the Owner.

(4) Prepare an Exhibit “A” Map delineating property interests for the airport.  Final size 11” x 17”.  All words and numbers on reproduction to be clearly legible without need for magnification.

(5) Attend meetings, if required by the Owner, either at:  Owner’s office, Bureau of Aeronautics office, consultant’s office, airport location, or other place as appropriate for discussions relative to the work.

(6) Obtain approval from real estate agent assigned to project prior to recording, filing or submitting LAND SURVEY to local officials.

(7) Record, file or submit LAND SURVEY to appropriate local officials (i.e. county surveyor, register of deeds, city engineer.

(8) Send copies of recorded or filed documents to real estate agent.

(9) Complete all items above in accordance with the time schedule made part of this contract as shown in Section 1.

b. Obstruction Surveys: Plan view and profile view of the approaches for the runway being developed are needed. This is needed early in the plan preparation stages so that the full extend of land acquisition can be determined.




(1) In Plan View:


(a)
Show enough detail of runway end to orient plan along with runway end number/s and North arrow and scales.  Scale will depend on size of clear zone. Generally, a separate sheet for each approach will be needed. Show man-made and natural features laterally from runway centerline to a distance where 50’ ground clearance is obtained in the 7:1 transverse slope.

(b)
Do the same within the approach slope outline to the outer limit of the clear zone as a minimum.  Depending on circumstances, it may be necessary to show additional information.

(c) Pay particular attention to roads and railroads, and show the critical clearances over same. Also give the centerline station of the runway at the intersection of the centerline of the road or railroad. 

(d) Show obstructions to be removed and key number each obstruction.

(e) Include a legend when needed to keep plan from becoming cluttered.

(f) Show property lines both existing and proposed for acquisition.

(g) Show contours to the limits of the plan view information outlined above.  Contour interval desired is 2 ft., however, in some cases 5 ft. or 10 ft. intervals will suffice.  As noted above, scale will depend on size of clear zone, however, a scale of 1” = 100’ or 1” = 200’ will be best.




(2)  In Profile View:

(a) Profile view is to be directly below plan view, stationing to coincide vertically.

(b) Show existing ground profile to limits of the plan view.  Show all objects from the ground up which have a height to within 5 feet below the glide slope or the 7:1 transition slopes.  Also show all objects which penetrate higher than the above minimum.

(c) Depict as closely as possible the object being shown, i.e., show a house shape for a house, a tree shape for a tree, if space permits, show a deciduous tree different from a coniferous tree. The highest point of structure should be shown, i.e., the chimney or TV antenna on a house. If an antenna is the highest, and it is an obstruction and the structure isn’t, then that information is needed, and if the structure is also an obstruction, it needs to be so defined.

(d) If there are so many objects which need to be shown that the profile view becomes cluttered and unreadable, then show only vertical lines to the correct height with the number above it.

(e) Number each obstruction in the profile view as was done in the plan view to coincide with the “Schedule of Obstructions”.  Do not number objects if they aren’t obstructions or below 5’ of applicable slopes.

(f) When an object penetrates the 7:1 slope or comes within 5 feet below it, show the point in the profile where the 7:1 slope is for that object.

(g) Show all roads and railroads in the profile.

(h) Vertical scale preferred is 1” = 5’ or 1” = 10’

3.
Guide and Checklist: The following is a guide and checklist of instructions for the undertaking of land surveys. The terminology is as generally accepted in the practice of land surveying and is offered for the benefit of common use. Each property interest mush be described by a legal land description.


a.
Documents


(1)
EXHIBIT "A" MAPS - provides information for preparation of map depicting existing and future airport lands.


(2)
RELOCATION ORDERS - provides the legal land description which must be included in the "Relocation Order" document to be filed with county clerk.  


(3)
APPRAISALS - provides the legal land description of the property interest being valued and also informs the property owner of the part of the subject property being considered for acquisition.

(4)
CONVEYANCE DOCUMENTS - provides the recorded or filed reference for legal land descriptions and conveyances.

b.
Content of Land Surveys


All fee simple and easement surveys must show the following:


(1)
Vicinity Map (if appropriate) showing subject property in reference to nearby highway(s) or major street intersections.


(2)
A legal land description of each parcel citing distances and bearings of property boundary.


(3)
Section corners.


(4)
The subject land and all contiguous lands held by the same owner.


(5)
Number each property line. Identify each boundary leg crossing a runway centerline or extended centerline as two legs (such as 1 and 1a). Provide the state plane (or county) coordinates of the intersection point and runway station.


(6)
The state plane (or county) coordinates of at least one corner of the survey as tied to a point within the existing airport lands. Show the station and state plane coordinates of the end of the runway.


(7)
Monument property corners and property line/runway center-line intersection points (if directed to do so).


(8)
Existing easements of record including: utility easements, existing avigation easements and access or other easements. 


(9)
Land areas in both square feet to nearest hundredth and acres to nearest thousandth. Show gross land areas including highway or railroad right-of-way lands and net lands excluding right-of-way lands. 


(10)Improvements such as buildings, wells, septic fields, underground storage tanks (if known) and prominent land and landmark features.


(11)Per Trans 233 (WI Admin Code) for the division of land abutting a state trunk highway or connecting road, show the minimum set backs for new improvements.


c.
Avigation Easement Surveys



In addition to the above, show the following:



(1)
Elevation of ground, and elevation and height above ground of easements airspace intercept at the property corners, runway centerline intersection pints and other key locations. (See sample table below).

	Avigation Easement Elevation Table

(typical format for use on sheet 2 of Avigation Easement Surveys)

	
	
	
	
	
	
	

	Feature Identifier
	Description of Feature
	Ground Elev. MSL (feet)
	Top of Feature Elev. MSL (feet)
	Easement Elev. MSL (feet)
	Ease. height above or below feature (feet)
	*  Comments/ Recommendations (if any) [top, clear cut, remove or other disposition]

	A
	property corner
	783.7
	N/A
	839.3
	56.2 above ground
	no obstruction

	B
	property corner
	791.9
	N/A
	841.8
	49.9 above ground
	no obstruction

	C
	property corner
	798.6
	N/A
	844.4
	45.8 above ground
	no obstruction

	D
	property corner
	783.3
	N/A
	854.0
	70.7 above ground
	no obstruction

	E
	easement corner
	783.1
	N/A
	864.5
	30.8 above ground
	no obstruction

	F
	top of roof
	803.1
	823.3
	844.4
	21.1 above roof
	no obstruction

	G
	top of chimney
	803.1
	827.3
	845.6
	18.3 above chimney
	no obstruction

	H
	top of sign
	802.1
	865.8
	854.8
	sign 11.0 into easement
	sign to be lowered to below easement height

	I
	top of tree
	802.3
	859.7
	852.1
	tree 7.6 into easement
	tree to be topped (or at option of owner, clear cut)

	J
	top of trees (group)
	803.1
	860.5
	850.8
	trees 9.7 into easement
	trees to be topped (or at option of owner, clear cut)

	K
	antenna
	802.2
	870.2
	853.0
	antenna 17.2 into easement
	to be removed

	L
	garage 
	801.9
	824.5
	849.9
	25.4 above garage
	no obstruction

	M
	windmill
	799.9
	902.1
	850.4
	windmill 51.7 into ease.
	to be removed

	* The intent of this format is to show the boundary of the avigation easement & how it relates to the 
underlying property features.

* The appraiser, the property owner & the airport owner will have a clear understanding of the 
consequences of the avigation easement.
	*  Note as either an obstruction (to be removed), or as no obstruction or clear of avigation easement airspace.




(2)
Monument easement corners coincidental with fee simple property corners and lines; however, where cumbersome or where unsafe, easement corners may be staked by less permanent means such as wood stakes, lath or other. Do not permanently monument easement corners which lie in tilled lands or where such monuments would be a hazard to on-going land uses or activities.



(3)
Prominent land features, structures and/or trees which constitute obstructions encroaching into aviation easement airspace.



(4)
Ground elevation, height above ground of top of obstructions and of elevation of avigation airspace intercept at those obstructions.



(5)
Prominent structures, land features, etc. that are NOT obstructions, and show their height above ground and elevation of avigation airspace above them.



(6)
A simple line diagram of the avigation easement elevations in contour lines with major land features, structures and/or trees, or plot lines on an aerial photo. Show elevation lines at intervals of 2’, 5’, 10’ or as appropriate, per discussion with Real Estate Agent.

d.
Format of Land Surveys


Appropriate to serve purpose:

Note - Regulatory authorities within each county set forth specific procedures and/or limitations on filing and/or recording of these surveys.  The surveyor shall become familiar with the procedures established for the county where property is located.  The surveyor is to advise and recommend the appropriate survey type.

(1)
CERTIFIED SURVEY MAP (C.S.M.) -  [size of 8 1/2" x 14", must meet requirements of ss 236.34 Recording of certified survey map; use in changing boundaries; use in conveyances., recorded with register of deeds].  A C.S.M. is appropriate when a property is to be conveyed, in part or in whole.  When used for conveyances of part or whole of the property to be added to existing airport lands, the county register of deeds will generally accept such C.S.M. documents for recording without the extended review and approval process.  The register of deeds records the C.S.M. in a bound volume.  Upon such recording, the parcels of land in the C.S.M. shall be described by reference to the number of the C.S.M. and the volume and page where recorded for conveyance purposes.

(2)
SURVEY PLAT - [size of 8 1/2" x 14" preferred, must be filed with county surveyor, may be recorded with register of deeds].  Generally appropriate when county procedures for C.S.M. require extensive regulatory review for subdivision approval. Such extensive regulatory review is not needed for airport lands acquisition. 

(3)
PLAT OF SURVEY - [may be of any size ranging up to full plan sheet size, may or may not be filed and/or recorded with county surveyor or register of deeds].  Usually appropriate to show large land area including several parcels.

(4)
PROPERTY SURVEY - [may be any size, usually a recently created survey used as means of legal land description on recent conveyance document].  This survey may be used as is or used as the basis for creating any of the above-listed surveys (C.S.M., Survey Plat or Plat of Survey) or any of the below-listed surveys (Easement Survey or Obstruction Survey). 

(5)
EASEMENT SURVEY - [8 1/2" x 14" or larger size if needed]. To be used when avigation airspace is to be depicted.  In addition to the basic survey information noted above, special information which may be included in an easement survey include elevation of grade at property corners, ground elevation and elevation and height above ground of easement airspace intercept. 


[Note: a sample of a typical EASEMENT SURVEY is attached.]

(6)
OBSTRUCTION SURVEY - [8 1/2" x 14" or larger size if needed]. In addition to the basic survey and special information shown on the easement survey, this survey is to show prominent obstructions (manmade and/or natural) by symbol, ground elevation and height above ground of top of obstruction and elevation of avigation airspace intercept.

e.
Certification Requirement For All Land Surveys

Authorization Certificate -  it is acceptable to use the following “Authorization certificate” for compliance with Wisconsin Statures s.236.21 (1) and (2).

	I, (surveyor), Land Surveyor, do hereby certify that I have surveyed, monumented and mapped the above-described land.

I hereby certify that I have been authorized, under the direction of(sponsor), to survey, monument, map and describe the land shown on this (plat/map/survey).  

I further certify that this (plat/map/survey) is a correct representation of all the exterior boundaries of the land surveyed and the subdivision of it, and that I have fully complied with the provisions of Chapter 236 of the Wisconsin Statutes and (county of locale) Subdivision Control Ordinance in surveying, dividing and mapping the land.

Surveyor name                                                Registration/stamp                               
Company name                                           


Project no.                                                      Date ___                            ____       


f.
Access To Properties And Right Of Entry


(1)
Surveying and related inspections of privately held lands, by municipalities or their agents, is authorized under one or more of the following Wisconsin statures:

· 84.01(10)
Right of entry

· 114.31(2)
Studies, investigations, airport development plan

· 114.32(5)
Local projects and funds, Secretary of Transportation functions


(2)
If entry for land survey or inspection purposes is refused, contact real estate agent assigned to project. For further information on Right of Entry, review State of Wisconsin Department of Transportation Facilities Development Manual Procedure 9-10-5.


(3)
Refer to FDM Procedure 9-10-10, in case of damage to private property.

PART II. OTHER PROVISIONS

Section A.
 Computer Aided Design & Drafting (CADD)
This procedure describes the requirements for preparation and recording of maps and plans utilizing Computer Aided Design and Drafting Systems.

1.
General
All maps and plans shall be developed using as a guide the Bureau of Aeronautics Airport Layout Plan Development Check List (ALPDCL Manual) as appropriate.  When CADD systems are utilized to develop maps and plans and the contract is completed or terminated, a magnetic tape or diskette copy (compatible with the DOT MICRO STATION CADD System) of the maps, plans and files shall be delivered to and become the property of the Bureau of Aeronautics.  Final drawings for Airport Layout Plans will be 22" x 34" unless otherwise directed.  Provide electronic drawing files for Airport Layout Plans and other projects when included in the Contract.

2.
Plan Development
Plan document requirements and standards are the same as for manually prepared documents  except as follows:  

a. Lines and Art Work.  Line weights and symbols for CADD development will conform to the ALPDCL Manual.

b. Lettering.  Lettering size is based on the final product.  Minimum size lettering desired on the final product is to be equal to an 100 Leroy on a 22" x 34" drawing, whenever possible, lettering shall be vertical gothic.  Font type shall be Type 1 (MICRO STATION).

3.
CADD Files
a. Files.  All files must end with the suffix .DGN (example sheet 2, airport layout plan for Dane County is DANEALP.DGN).

b. Reference Files.  DO NOT DETACH any reference file(s) used in the creation of any design file, even if copied to the Active Design File.

NOTE:  This does not apply to files that make up the stereo plotted area.  When creating a stereo plotted file it may be necessary to use a number of reference files in its creation.  These reference files should be merged, copied, or detached as appropriate from the active stereo plot design file.  When all the files of the stereo plotted area have been completed, the Bureau prefers to merge all these files into one large file and therefore only the final product is used as a reference file for the airport layout plans.

c. Design File Levels.  Level assignment will conform to the ALPDCL Manual.  Any levels that are not assigned in the active design file can be used for information not previously incorporated and should be brought to the attention of the Bureau.

d. Design Files  Any personal computer based format such as CD-Rom and floppy diskette or Internet based such as e-mail or FTP can be used.  Design file working units shall be 1:1000:1.  Global origin (0,0) of design files shall be the lower left corner of the design plane. 

4.
State Plane Coordinate System 

Property lines and centerlines shall be tied into the "State Plane Coordinate System"

 FORMCHECKBOX 
 Yes

  FORMCHECKBOX 
 No 
Property lines and centerlines shall be tied into the “County Coordinate System”

 FORMCHECKBOX 
 Yes

 FORMCHECKBOX 
 No
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